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Super High Resolution Indoor, Varifocal Lens, Color Dome Camera  
TFD-CSH38AI2412W (White)
TFD-CSH38AI2412 (Black) 
TFD-CSH26AI2412 (Black)
TFD-CSH90AI2412 (Black)

Video Format     NTSC 
Image Sensor    1/3" Color CCD (Sony HQ1) 
Total Pixel     811(H) x 508(V) 
Horizontal Resolution   520 TVL 
Sensitivity     0.25 Lux @ F1.2
IR Illuminator     N/A
Illuminating Distance   N/A
S/N Ration     48dB, AGC Off 
Horizontal Frequency   15.734 kHz 
Vertical Frequency    59.94 Hz 
Power Supply     12 VDC/24 VAC Switchable 12 VDC 
Power Consumption   ∼1.98W
Synchronization    Line Lock 
AES      On/Off  
AGC       On/Off  
BLC      On/Off 
AWB      ATW 
Video Output     1.0 Vpp, 75Ω  
Lens      Variety of Varifocal DC Auto Iris Lens 
IR Filter     N/A
Operation Temperature   -10°C to +50°C 
Operating Humidity    20% to 85% RH (NC) 
Dimensions     4.65" (Dia) x 3.46" (H) 
Weights     0.99 lbs 
EMI Compliance    CE 
Safety Compliance    N/A

Wall mount option:    Power Adaptors (Optional)  
TWM-CH3801 (Indoor)   TPS-AC2410 (24VAC 10VA)
     TPS-AC2420 (24VAC 20VA)
     TPS-DC1205 (12VDC 0.5A)


